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Product datasheet
Characteristics

ACCD75218
Condenser, 1 Fan, Single Circuit, 1.2MBH /1C
TD, 220/1/50 FSC

Overview
Model Name Condenser, 1 Fan, Single Circuit, 1.2MBH /1C TD, 220/1/50 FSC
Includes Installation guide
Standard Lead Time Special Order - Call for Quoted Lead Times
Product Distribution Afghanistan , Algeria , Argentina , Armenia , Australia , Austria , Azerbaijan , Bangladesh , Belarus ,

Belgium , Bhutan , Bolivia , Brunei Darussalam , Bulgaria , Cambodia , Chile , China , Cook
Islands , Czech Republic , Denmark , East Timor , Fiji , France , Georgia , Germany , Hong Kong ,
Hungary , Iceland , India , Indonesia , Ireland , Israel , Italy , Kazakhstan , KOREA, REPUBLIC OF ,
Liberia , Luxembourg , Malaysia , Moldova, Republic Of , Mongolia , Morocco , Myanmar , Nepal ,
Netherlands , New Zealand , Norway , Pakistan , Papua New Guinea , Paraguay , Philippines ,
Poland , Portugal , Romania , Russian Federation , Singapore , South Africa , Spain , Sri Lanka ,
Sweden , Switzerland , Taiwan , Tajikistan , Thailand , Tunisia , Turkey , Turkmenistan , Ukraine ,
Uruguay , Uzbekistan , Viet Nam

General
Refrigerant Charge 0.0
Air Flow 4530.0
Amp Draw In-Rush 0
Condensate Pump Capacity 0.0

Input
Input Power 800 W
Input Frequency 50 Hz
Rack Height 0 U

Communications &amp; Management
Available SmartSlot&trade; Interface
Quantity

0

Physical
Maximum Height 890.0 mm
Maximum Width 900.0 mm
Maximum Depth 900.0 mm
Net Weight 48.0 kg
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Shipping Weight 150.0 kg
Shipping Height 970.0 mm
Shipping Width 790.0 mm
Shipping Depth 1630.0 mm
Units per Pallet 0.0

Conformance
Approvals TUV
Standard warranty 1 year (parts only)


