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MODULAR PILOT OPERATED CHECK VALVES

MPC-04 ��  SERIES

�� VALVE SERIES:
MPC=�� !"#$%

           Modular Pilot Operated Check Valve

�� !
SUBPLATE MOUNTING SIZE:
04= �� Nominal 1/2" (16 mm)

�� ! CONTROL PORT(S)

�� ! DESIGN NO.

○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○�� ! HOW TO ORDER

 MPC-04 Series

�� !"# Maximum Pressure

�� ! Maximum Flow

��Weight
�� Code A, B

�� Code W

�� ! Fluid Type

�� ! Viscosity

�� ! Operating Temperature

�� Contamination Level

�� ! Surface Treatment

250 (3500 PSI)

190 (50.2 GPM)

5.5 (12.3 Lbs)

5.5 (12.3 Lbs)

�� !"#  Mineral, Anti-Wear

10 ~ 400 (59 ~ 1854 SSU)

-15 ~ 70 (-5 ~ 158�����)

� 10 � 75, NAS 12 ��  Under NAS Class 12, 25 �

�� !"#$ Zinc Phosphate Compound

bar

LPM

Kgs

cSt

�

 MPC - 04  A - 20
1 2 3 4

○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○�� ! SPECIFICATIONS

4

3

2

1
A= A�� !

      A Port Only

B= B �� !

      B Port Only

W=  A � B �� !

       A & B Port Only



117

�� !"#$%
MODULAR PILOT OPERATED CHECK VALVES
MPC-04 ��  SERIES

ISO 4401-AD-07-4-A

No.
��

Description

 ��

Specification

O �� O-ring

O �� O-ring

O �� O-ring

O �� O-ring

9

10

11

12

AS568-123

AS568-123

AS568-119

P9

1

1

4

2

��

Q'ty

○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○�� Mounting Interface :
�� Unit: mm

○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○��  SEAL KITS


	Text1: KCL Hydraulic


