
FP06P Data Sheet

FP06P

Dimensional Drawing
All Dimensions in mm

Schematic

Certification

RenderingWiring

Weight: 2.130Kg Cv Value: 0.6

FP06P-S1-04-32-NU-AL-77A-24D-35

Model CodeFP06P Direct Acting Solenoid Valve

OperatorS1 145 psi / 10 bar Maximum Valve Pressure

Connections04 ¼" Body Ported - Stainless Steel

Valve Configuration32 3-way, 2-position

Valve ConfigurationNU Normally Universal

O-ring MaterialAL Fluorosilicone -60°C to +130°C

Solenoid77 Ex d

Solenoid ApprovalA ATEX/IECEx Dual Certified/Labelled

Voltage24D 24VDC

OptionsAuto Reset

Power35 3.5 Watts

Cable EntryM20 x 1.5 Cable Entry

Port TypeNPT Ports

IdentifierNo Identifier

HousingRotating Housing

Model NumberFP06P-S1 -04 -32 -NU-AL-77 A -24D -35

Solenoid T-Rating
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This is a bespoke datasheet. For further details on the complete range, please refer to catalogue:
Direct & Indirect Acting Solenoid Valves Models FP03P, FP06P,FP10P, FP12P, BXS & SPR

This valve is supplied to product revision 03  
Details of the product revision are available on request.
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